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S IX-TRANSISTOR plus two-diode two- 
waveband portable in robust wood 
case covered with washable leathercloth in 
choice of red, blue or black. There is 
push-button wavechange, easy-to-read linear 
type tuning scale and transformerless push- 
pull output. 

Battery. Ever Ready PP11, Vidor VT11, 
Dryden DTI 1 or equivalent. 

Consumption. 12mA quiescent. 
Wavebands. MW 187-570m(1605-526kc/s), 
LW 1050-2000m(286-150kc / s). 

Transistors. AF117 mixer-oscillator, 
AF117 first IF amplifier, AF117 second IF 
amplifier, 0C81D audio driver, OC81(2) 
push-pull output. 


Diodes. OA70 AGC overload, OA70 
detector and AGC. 

IF. 470kc / s. 

Speaker. 4in. diameter 25ohms. 

Aerial. Internal ferrite rod covering 
MW and LW. Socket connected to separate 
coil on ferrite rod for car aerial. 

Dimensions. x x 3in. 

Price. 12|gns. including tax. 

Maker. Alba (Radio and Television) Ltd. 

Service department. 52-58 Tabernacle 
Street, London EC2. Tel.: Clerkenwell 
1322. 

DISMANTLING 

Panel removal. Remove cabinet back by 
taking out two screws at the top and 


pulling centre flap. This will permit access 
to the battery and to the component side ot 
the printed panel. Pull off the two control 
knobs. Remove two hexagon nuts and a 
cross-point head screw (marked A in layout 
diagram) securing the panel to the cabinet. 

Unsolder leads to the external aerial 
socket. Unplug the two speaker leads from 
tags on the printed circuit panel. The 
complete chassis assembly may now be 
removed from the cabinet, easing the push¬ 
buttons through their aperture. 

To reassemble, reverse the above 
procedure. When replacing the back, first 
insert the metal locating strips in the slots 
at the bottom of the cabinet. 


ALBA 777 SWAN 
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START WITH'/4 TURN ROUND DRIVE DRUM 

ALIGNMENT 

Equipment required. Modulated signal 
generator covering MW, LW and IF, output 
meter 25ohms, transmitting loop, trimming 
tools. 

IF. Switch receiver to LW. Rotate 
gang to fully open position (minimum wave¬ 
length). Turn volume control to maximum. 
Connect signal generator across aerial 
section of tuning gang (VCI). Inject 
modulated 470kc/s signal and adjust cores 
of LI 3/14 (top), LI2 (bottom), Lll (top), 
and L9/10 (bottom), in that order, for 
maximum output. Repeat, using reduced 
signal input, for optimum results. 

RF MW. Switch to MW. Inject test 
signal via a transmitting loop, placed about 
12in. from, and coaxial with, the ferrite 
rod aerial coils. Check that with the 
tuning gang at maximum the tuning pointer 


_ _ 2X turns round 

DRIVE SPINDLE 2 DRIVE SPINDLE 

coincides with the end calibration notch 
(No. 4). Tune receiver to 500m (calibration 
notch No. 3). Inject modulated 600kc/s 
signal and trim oscillator coil L6/7 for 
maximum output. 

Slide MW aerial coil L4/5 along ferrite 
rod for maximum output. Retune receiver 
to 200m (calibration notch No. 1). Tune 
generator to 1500kc/s. Adjust oscillator 
trimmer TC3 and aerial trimmer TCI for 
maximum output. Repeat these operations. 

RF LW. Switch to LW. Inject test signal 
via a transmitting loop placed about 12in. 
from, and coaxial with, the ferrite rod 
aerial coils. With the pointer on 
calibration notch No. 2 tune in the Light 
programme (1500m) by adjusting oscillator 
trimmer TC2. Adjust LW aerial coil L2/3 
by sliding along the aerial rod for 
maximum output. 


Make the most of your T.V. servicing business— 
it consolidates goodwill and sets the pattern for 
future sales. But handle it economically and 
competitively. Make sure your Service Engineers 
have a complete set of DTV DATA CHARTS (free 
from us, of course). Make sure they use them and 
our free pre-paid Order Forms. The Charts 
incorporate a unique system for coding Line 
Output Transformers which provides an instant 
and convenient reference for ordering and immedi¬ 
ate recognition of ail models and makes for which 
the particular item is suitable. D.T.V. Replace¬ 
ments stock over 6,000 Components covering 
nearly a thousand models—give you same day 
despatch on stock items ordered before 3 p.m. 

New Chemicals 

Frost Aid 

A service aid for locating thermal intermittent 
components. Saves hours in tracing elusive 
faults. If a radio or television set becomes 
faulty when it warms up, just spray the 
suspected component with Frost Aid. 

8 oz. Aerosol Spray . 18/6. P. & P. 2/6. 


No Arc 

High voltage insulator, used to prevent arcing 
and to eliminate corona shorts. Better than 
20,000 volts dielectric strength. 

8 oz. Aerosol Spray. 23/6. P. & P. 2/6. 


Tun-O-Lube 

This is an activated tuner cleaner used by 
servicemen to clean and lubricate all types of 
tuners. New Formula will not affect plastic 
parts! 

8 oz. Aerosol Spray. 18/6. P. & P. 2/6. 

Complete with FREE flexible stainless steel needle. 


CLOSED CIRCUIT 
TELEVISION 

The Beulah range of Cameras, monitors and 
accessories offers wide scope for activities in 
this field. Ask for information on the com¬ 
plete range of economy units. 

BEUKIT—NOW REDUCED TO £40 

Less vidicon & Lens. less 25% Trade discount 

Experimenters vidicon Tube £12, Lens £13-19 

This carefully planned kit has been considerably 
reduced in price, and makes the building of a dosed 
circuit TV Camera with Mc/s resolution both simple 
and fascinating. The project is additionally an ideal 
introduction to the principles of transistorised electronic 
equipment design and construction, and the complete 
camera can be used with domestic TV Receivers . 

DEULAH D. 50 CAMERA 79 gns. 

less 25% Trade discount 
A low priced T.V. camera complete with experimenters’ 
vidicon Tube & Lens, which operates with domestic T.V . 
Receivers. 


For Speedy Transistor 
Testing D 909 


N.P.N., P.N.P. TRANSISTOR 
TESTER POWER SUPPLY 

Pays for itself 
in a few days 


Now you can 
carry out fast, 
easy testing of 
transistors in 
situ. Self-con¬ 
tained signal 
tracing oscilla¬ 
tor, self-con¬ 
tained vari¬ 
able power 
supply. 

to Radio and 

Television Dealers 


Checks Alpha Gain (A.C. Gain). Checks 
Beta Gain (Current Gain under D.C. con¬ 
ditions). Measures Leakage currents be¬ 
tween Collector/Base and Collector/ 
Emitter, at any voltage between zero and 
25v. 

WHOLESALE AND BULK ORDER ENQUIRIES WELCOME. 



PROJECTION E.II.T. CAN. Standard projection E.H.T. 
Can completely sealed in oil with 3xEY51 valves. Mfd. by 
the Mullard Co. Capable of producing 25kv. max. current 
rating. £4 nett. 

For same day service 
phone before 3 p.m . 

GIP 6166 (PBX) 

Day and Night Ansafone Service 

TERMS OF BUSINESS: C.W.O., C.O.D., or Monthly 
Deposit Account. On prepaid orders please add postage 
as follows: up to £1, 2/6 (C.O.D. 4/8); Up to £5, 3/6 
(C.O.D. 6/4); Up to £10, 5/- (C.O.D. 8/8). (C.O.D. 

Charges include postage); Over £10, no postage (C.O.D. 
3/8). 


LTD. 
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